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Be Safe! 

WARNING!! These are the general safety obligations for the installers and users of ET 
Systems (Pty) Ltd automation equipment. A copy of this document also appears in the user 
instructions. Those instructions must be issued to the responsible end user during the 
handover and instruction meeting. 
1. Only suitably qualified persons, may install, repair or service the product. Unless expressly indicated in the user instructions, 

no user serviceable components can be found inside any ET Systems (Pty) Ltd automation product. 

2. It is important for personal safety to study and follow all the instructions carefully. Incorrect installation or misuse may 

cause serious personal harm. 

3. Keep the instructions in a safe place for future reference. 

4. This product was designed and manufactured, strictly for the use indicated in the accompanying documentation. Any    

other use not expressly indicated in the documentation, may damage the product and/or be a source of danger. ET Systems 

(Pty) Ltd cannot accept responsibility for improper use or incorrect installation of this product. 

5. ET Systems (Pty) Ltd cannot accept responsibility if the principles of good workmanship are disregarded by the installer. 

6. ET Systems (Pty) Ltd cannot accept responsibility regarding safety and correct operation of the automation, if other 

ƳŀƴǳŦŀŎǘǳǊŜǊǎΩ ŜǉǳƛǇƳŜƴǘ ƛǎ ŀŘŘŜŘ ǘƻ ǘƘƛǎ ǇǊƻŘǳŎǘΦ 

7. Do not make any modifications or alterations to this product.  Do not substitute any component of this product with any  

other component not expressly designed into this product. 

8. Anything other than expressly provided for in the accompanying instructions is not permitted. 

Prior to installation: 
1. All unnecessary ropes, chains and fasteners must be removed and all unnecessary latches or locks must be disabled from 

locking. 

2. The gate or door must be balanced correctly where it, neither opens nor closes from any position under its own load. When 

operated by hand the gate or door should be free of hindrance and easily moved (In the case of a garage door if the 

balancing springs need to be adjusted the adjustment should only be carried out by a qualified and experienced person). 

3. The construction of the gate or door must be sound and automatable. It is the responsibility of the installer to ensure that 

the mechanical components of the gate or door system are sufficient to withstand the necessary forces in cases of overload. 

4. It is the responsibility of the installer to ensure the gate or door is sufficiently trapped within its range of travel by means of 

mechanical ends of travel stoppers. 
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5. Ensure all fixed mounting points, like the wall above the door in a garage door system or the posts in a swing gate system, 

are sound and strong enough to allow proper fixing of the operator. 

6. It is the responsibility of the installer to ensure the installed position selected for this product, falls within the limitations of 

the products ingress protection rating. 

7. Ensure the area of installation is not subject to explosive hazards.  There should be no volatile gasses or fumes as these can 

present a serious safety hazard. 

8. All ET Systems (Pty) Ltd garage door operators are supplied with a sealed 15A safety plug on lead for use in an electrical 

code of practice approved plug point. Do not extend, modify or replace the plug lead unless duly qualified as an electrician. 

Before installing the unit, ensure the mains supply is switched off. 

9. ET Systems (Pty) Ltd gate operators are supplied with a terminal connection for the electrical supply beneath the screwed 

down cover of the operator. In the case of a model requiring 220Vac supply at the operator, an all pole negatively biased 

switch, with a contact opening of greater than 3mm must be installed within 1,5m of the operator. This switch must be clear 

of all workings of the system and must be in a position secure from public access. This switch and its connections must be 

inspected and passed by a certified electrician prior to using it. 

10. It is the responsibility of the installer to ascertain that the designated persons (including children) intended to use the 

system, do not suffer reduced physical sensory or mental capabilities, or lack of experience and knowledge, unless they 

have been given supervision or instruction concerning the use of the system by a person responsible for their safety. 

11. The drive may not be installed on a door incorporating a wicket door, unless the drive is disabled by the release of the 

wicket door. (Wicket door :- A pedestrian door within the main gate or door) 

During installation: 

1. Ensure the working area is clear of obstructions and obstacles. 

2. Install the safety warning sticker within clear view of where the gate or door will be operated from. Typically this would be 

adjacent to any fixed trigger switches or on the gate or door itself.  

3. The emergency manual release must be installed where it is no higher than 1.8m from the floor level. This would apply to 

the cord in a garage installation or the lockable lever in a gate installation. 

4. Any additional fixed door control switches such as wall consoles or keypads, if installed, must be at a height of at least 1,5m, 

within clear sight of the gate or door and away from any moving components of the system. 

5. It is highly recommended that a set of safety infra-red beams be used in conjunction with this product. The safety beams 

must be installed in such a way that the product is prevented from running when anything is in the path of the door or gate. 

6. Over and above the recommendation to use safety infra-red beams with this product it is mandatory to install and use a 
safety beam set when using the automatic closing feature. It is recommended that a warning light be fitted to any 
automation system. 

7. The gate or door warning labels must be installed in a prominent place and/or adjacent to any fixed controls that trigger the 

system. These must be in clear line of sight of the gate or door opening. 

8. The emergency manual release instruction label must be installed on or adjacent to the emergency manual release 

mechanism. 

After installation - It is the responsibility of the installer to ensure the users: 

1. Is proficient in the use of the manual emergency release mechanism. 

2. Is issued with the documentation accompanying this product. 

3. Understands that the gate or door may not be operated out of clear sight. 

4. Ensures that children are kept clear of the gate or door area at all times, and that children do not play with the remote 

transmitters or any fixed trigger switches linked to the system. 

5. Is instructed not to attempt to repair or adjust the automation system and to be aware of the danger of continuing to use 

the automation system in an unsafe condition before a service provider attends to it. 

6. Lǎ ǇǊƻŦƛŎƛŜƴǘ ƛƴ ǘŜǎǘƛƴƎ ǘƘŜ ǳƴƛǘΩǎ ǎŀŦŜǘȅ ƻōǎǘǊǳŎǘƛƻƴ ǎŜƴǎƛƴƎ ǎȅǎǘŜƳΦ 

7. Is aware of what to check for with regards to wear and tear that may need to be attended to from time to time by the 

service provider. 

8. Is aware that a fatigued battery may not be disposed of in the general refuse and must be handed in at a battery merchant 

for safe disposal. Before removing the battery from the system the household mains must be disconnected. In the case of 

the motor unit being removed and scrapped, the battery must be removed first. 
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Technical specifications 

Nice Wingo 3524 HS Motor Drive 

Maximum drive arm speed (No load) 40mm/sec 

!ǇǇǊƻȄƛƳŀǘŜ ƻǇŜƴƛƴƎ ǘƛƳŜ ǘƘǊƻǳƎƘ флх ϝ <10sec 

Maximum cycles per day* 720 per 24 hours  at a maximum rate of 30 per hour 

Maximum gate leaf length* 3,5m per gate leaf 

Maximum gate mass* 500kg 

Ingress protection IP44 

Operating voltage 24Vdc 

Current consumption at rated load 3A 

Current consumption at max load 5A 

Maximum drive arm thrust 1500N 

Operating temperature -нл ǘƻ рл х/ 

Dimensions (mm) 98x95x920 

Weight 6Kg 

* Based on the premise that 440mm of stroke is utilised and that the gate is free and even in movement and that it meets the 

criteria specified in the demand index table on the following page and the mass to leaf length graph following that. 

ET/Nice 24V Double Swing Control Unit 

Power supply at control box 

29V AC via independent step down transformer(Low traffic 

applications only) 

230V AC (Mandatory for high traffic applications) 

Power consumption < 30W  (250Vac) 

Motor voltage 24V DC 

Operating temperature range -10 / +50° C 

Anti-crushing safety sensing Electronic load profiling 

Auxiliary output for ancillaries  (Peak) 24V DC at 300mA,  Automatic electronic overload protection 

Rated battery charging voltage 27.6V DC 

Receiver format * ET BLU MIX © backward compatible with ET BLUE (Rolling 

code) 

Receiver frequency * 433.92MHz 

Receiver channels 4 (CH1 = BT, CH2 = PED, CH3 = Aux relay, CH4 = Holiday lockout) 

Receiver memory * 64 x 4 channel users (Upgradable) 

https://nice.ro/porti-batante.html


 

6 

* This control card does not have a built in receiver but rather makes use of the NICE SM Snap fit receiver connection. The 
control card is compatible with all of the NICE SM Snap fit receivers as well as the ET SM Snap fit receivers. The NICE SM 
ǊŜŎŜƛǾŜǊΩs functions are not the same as the functions described in this manual. For the NICE receiver functionality please 
refer to the documentation that comes with the receiver. 

ET SM Snap fit receivers come in two user options:  

ω 64 User memory (Standard in kits) 

ω 999 User memory (Optional upgrade) 

 

Product durability guide 

Demand index table  

Gate leaf mass >100 Kg 0% 

>200 Kg 10% 

>300 Kg 20% 

>400 Kg 30% 

Gate leaf length 1 ς 2m 0% 

2 ς 3m 10% 

3 ς 3.5m 20% 

Operating temperature. Near minimum or near maximum. 20% 

Cladded gate leaf 15% 

Installation in windy area 20% 

440 mm (Full travel distance - 470mm ) 

920 mm 

98 mm 
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To determine the probable durability of the 
Wingo motor that you are installing, proceed 
to add up the percentage values, of each 
applicable aspect of the site, as indicated in 
the demand index table above here.  

Once you have found the total percentage 

value, locate it on the probable durability 

graph, to the right here. Project a vertical line 

upwards to see where on the vector it 

intersects. By extending this intersection 

point horizontally left you will find the 

expected total number of operations of the 

motor in your application. In other words the 

probable lifespan of the motor measured in 

operations.  

 

 

An example of how to use this product durability guide, above, is: 

Gate leaf mass = 200Kg (Demand index = 10%) Gate leaf length = 2.5m (Demand index = 10%) 

Gate installed in a windy environment (Demand index = 15%)  

Total demand index = 35% 

Estimated total number of operations = 62 500 operations 

NB! The estimated durability calculation has been determined based on the results of a series of tests carried out on prototypes. 

It needs to be understood that the product durability is an estimation or guide, and is not a guarantee of the actual durability of 

the product.  

Product application limitations 

Gate leaf length versus gate leaf mass 

As the gate length increases, so how heavy the gate can be decreases. Please revert to the graph below for guidance on the 

limitations of the Wingo motor. In the example; A is acceptable. B is not. 

PROBABLE DURABILITY GRAPH 

Demand index total percentage. 
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Gate leaf length in meters. 

Space limitation 

In the case of an inward opening gate, there needs to be enough space allowed for the motor to swing into and the 
hinge cannot be set too deep into the opening along the column. The diagram below shows the limitations of these 
space requirements. The minimum space requirement between the hinge and any wall running adjacent to the 
driveway (F) is 290mm. The maximum depth of the gate hinge to the inside mounting surface of the column the 
gate is hanging off (C) is 250mm 
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Cabling requirements 

 

A Courtesy Light 2 + Earth 1mm (3 Amp max load) 

B 

Motor 1 and 2 wiring  

(Maximum cable distance 20m) 

(5 core Cabtyre) 

2 x 1.5mm  - Motor, 

2 x 1.5mm -  encoder, 

1 x 1.5mm ς Earth. 

C 
Infra-red safety beams TX  

(Maximum cable distance 100m) 
2 x 0.5mm 

D 
Infra-red safety beams RX  

(Maximum cable distance 100m) 
4 x 0.5mm 

E 
aŜǘŀƭ ƭƻƻǇ ŘŜǘŜŎǘƻǊΩǎ ƭƻƻǇ  

(Maximum cable distance 50m) 
1 x 1.5mm silicone panel flex 
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F 
Triggers and status LED to and from house 

(Maximum cable distance 100m) 

1 x 0.5mm ς LED, 

1 x 0.5mm  ς Common , 1 x 
0.5mm ς Button trigger, 
1 x 0.5mm ς Pedestrian trigger. 

G VAC supply from house 2 + Earth 2.5mm 
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Determining the motor mounting positions and installing the motors 

There is one common factor in all swing gate applications that is unchanging. This factor is the hinges that the gates swing on. 

No matter the column, style, post or wall that the hinges are fastened to, the gate will always swing on these fixed pivot points. 

For this reason we take all of the measurements necessary to determine the gate motor positioning from the hinge centers. 

 

The origin line and inset line are the same in both inward opening gate and outward opening gate applications. 

 

  

The origin line  ά!έ ƛǎ ǘƘŜ ǎƘƻǊǘŜǎǘ ŘƛǎǘŀƴŎŜ ōŜǘǿŜŜƴ ǘƘŜ ƘƛƴƎŜ ŎŜƴǘŜǊǎ άIέ ƻƴ ŜƛǘƘŜǊ ǎƛŘŜ ƻŦ ǘƘŜ ŘǊƛǾŜǿŀȅΦ  

When the gates are closed, they form the origin line. 

 

 

    

The inset line  ά.έ ƛǎ ǘƘŜ ƭƛƴŜΣ ǿƘƛŎƘ ƛǎ ƛƴǎŜǘ ƛƴǘƻ ǘƘŜ ǇǊƻǇŜǊǘȅΣ ǘƘŀǘ ǘƘŜ ƳƻǘƻǊ ƘŜŀŘ ǇƛǾƻǘ Ǉƻƛƴǘǎ ǿƛƭƭ  
line up on. The inset line should always be parallel to the origin line. In the case of the Wingo motors  
the inset line can be between  180  and 230 mm from the origin line . 

 

    

  

  

 

 

    

  

  

 

The motor head pivot points  ά/έ ŀǊŜ ǎƛƳǇƭŜ ǘƻ ŘŜǘŜǊƳƛƴŜ ƻƴŎŜ ȅƻǳǊ ƛƴǎŜǘ ƭƛƴŜ ƛǎ ƛƴ ǇƭŀŎŜΦ Lǘ ƛǎ ŀǘ ǘƘƛǎ ǎǘŜǇ ǘƘŀǘ ƛƴǿŀǊŘ ƻǇŜƴƛƴƎ  
ŀƴŘ ƻǳǘǿŀǊŘ ƻǇŜƴƛƴƎ ƎŀǘŜ ƛƴǎǘŀƭƭŀǘƛƻƴǎ ōŜƎƛƴ ǘƻ ŘƛŦŦŜǊΦ hƴŎŜ ŀƎŀƛƴ ȅƻǳ ǿƛƭƭ ƴŜŜŘ ǘƻ ǳǎŜ ǘƘŜ ƘƛƴƎŜ ŎŜƴǘŜǊǎ άIέ ŀǎ ȅƻǳǊ ǎǘŀǊǘƛƴg  
points when measuring for the motor head pivot point positions. 
Measure along the inset line and mark off the exact same distance that you used between your origin line and inset line previ - 
ƻǳǎƭȅΣ ǘƻ ŦƛƴŘ ǘƘŜ ƳƻǘƻǊ ƘŜŀŘ ǇƛǾƻǘ Ǉƻǎƛǘƛƻƴǎ ά/έ ŀǎ ǎƘƻǿƴ ƘŜǊŜΦ 

NB !  Note the difference between inward opening and outward opening positions. 
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Determining the motor mounting positions and installing the motors 

Once you have found your origin line and you have measured and marked your inset line, you can continue on to the next step 

in determining your motor mounting positions. 

With the motor head pivot positions determined, the next step is to prepare and install the motor head mounting brackets. 

 

The success or failure of your new swing gate installation hinges on  
how well you prepare and install your motor mounting brackets.  
The following points are crucial when preparing your mountings; 

ω Double check your measurements before trimming any of the   
brackets. 

ω Whatever you intend to mount the bracket to, must be able to  
withstand forces in excess of 1500N. If necessary spread the load  
delivered through the bracket by adding a larger mounting plate. 

ω The gate mount bracket should never be mounted directly to a  
single upright or picket. Rather install a horizontal cross member,  
from one end of the gate leaf to the other, to spread the forces  
across the entire gate leaf. Without this cross member the pickets/ 
uprights will bend and bow over time. 

ω The gate mount bracket should not be trimmed unless you have  
double checked that the gate does not touch the front of the  
ƳƻǘƻǊ ŀǎ ǘƘŜȅ ǎǿƛƴƎ ǘƻƎŜǘƘŜǊ ŀƭƭ ǘƘŜ ǿŀȅ ǘƘǊƻǳƎƘ флхΦ 

ω Avoid  installing  the  motor  head  mounting  bracket  on  fiber   
cement (Vibracrete)  or  cinder  brick  walls  and   columns.   Rather  
install an additional style (post) for the motor head bracket to  
mount on. 

ω Do not use self-ŘǊƛƭƭƛƴƎ ά¢9Yέ ǎŎǊŜǿǎ ǘƻ Ƴƻǳƴǘ ŀƴȅ ƻŦ ǘƘŜ  
brackets. 

  

 

  

 

Prepare and install the motor mounting brackets so that the motor head pivot point on the brackets line up with the  
ǇǊŜǾƛƻǳǎƭȅ ŘŜǘŜǊƳƛƴŜŘ Ǉƻǎƛǘƛƻƴǎ ά/έΦ 
NB!  In the case of an outward opening installation, you will need to extend and reinforce the brackets. The image shows  
a couple of examples. 
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Determining the motor mounting positions and installing the motors 
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Determining the motor mounting positions and installing the motors 
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NB! Before continuing ensure all wiring and connections are correct and firm. All switching input circuits should be tested using 

their LED indicators to ensure they are switching correctly and that they are not false triggering. 

NB!! A linear type motor such as the Wingo swings in conjunction with the gate while it is operating. This means the cable 

transferring the motor and encoder circuits to and from the motor must also move. If sufficient slack is not allowed for the 

cable to flex and move, the cabled circuits can and will be damaged in this section of the circuit. 
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Å Ensure that you have allowed enough cable length so that the cable does not pull taught at any point in the gate travel.  

Å Do not cable tie, tape or fasten the cables to any fixed point. Always allow the cables to hang naturally and free.  

Å Ensure the cables do not snag or catch on anything as the gates swing back and forth. 

How To Use The Manual Override.  

To manoeuvre the gates manually by hand, you need to disengage the gearboxes by completing the following steps. 

Putting the motors into manual override. 

Slide the lock cover open. 

 

Insert key and turn to unlock. 

 

Lift the manual override lever. 

 

You are now able to manoeuvre the gates to any position by hand. 

Engaging the motors after manual override. 

 Lower the manual override lever back down. 

 

Using the key lock the lever in place. 
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Cover the lock again by sliding the lock cover over 

it. 

 

You are now able to use the gate automation again. 
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Adjusting and setting the mechanical ends of travel stoppers. 

 

NB!! If either of the stoppers shifts, or is moved after the initial runtime and profiling routine has been completed then the 

motors will not run correctly and the software will constantly try to reference the gate travel. In lighter material gates or 

longer gate leaves, that present flexing in the gate leaf itself, adding ground stoppers will provide greater security as the 

gates will have more to positively close against. If ground stoppers are in place it is still imperative that the mechanical ends 

of travel stoppers on the motor themselves are in the correct position and sufficiently fastened. 

Programming and setup menu legend. 

Before continuing to the next step, ensure the ends of travel stoppers on each motor is adjusted to the final ends of travel  
positions for both the open and closed direction. When satisfied, make sure the stoppers are fastened firmly in place.  
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Wingo 
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Toona 

AC 
monitoring 

Charger 

On/Off 

Button trigger Positive 

close 
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lrn  
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Selecting the motor type. (Mandatory) typ 

From Ready status rdy 

The gates can be in any position when performing this routine. The 

factory default is TYPE 001 Wingo. The motor types that can be used 

on this control card are: Wingo or Toona. 

Action 
Response 

Description Display Buzzer Gate/s 

To enter the program 

menu. Press and hold SET 

until buzzer beeps. 

 

 

 Display changes to 

άtǊƎέ ŀƴŘ ōǳȊȊŜǊ 

beeps. pr9  x2 Not applicable. 

SET 

Use the UP or Down 

buttons and scroll until 

άǘȅtέ ŘƛǎǇƭŀȅǎ 

 

Display changes with 

each button press. typ 

 

Not applicable. 
  

Down 

²ƛǘƘ άǘȅtέ ƻƴ ǘƘŜ ŘƛǎǇƭŀȅΣ 

press and release SET. 

 

 

 Current selection 

displays and buzzer 

beeps. 001  x1 Not applicable. 

SET 

Use the UP or Down 

buttons to select the 

required motor type 

group. 

 

Wingo 
001 

 

Not applicable. 

  
Down 

Toona 002 
 

Not applicable. 

With required motor type 

group displayed, press 

and release SET 

 

 

 Display reverts to 

άtǊƎέ ŀƴŘ ōǳȊȊŜǊ 

beeps twice. 
pr9 

 x2 
Not applicable. 

SET 

Scroll up or down to next 

program option. 

 

OR 
EXIT back to 

Ready status 

 
rdy 

  
Down 

Setting up the delayed start between the two gates dly 

From Ready status rdy 

The gates can be in any position when performing this routine.  

The factory default is delay mode off. 

The available time range is 1-20 seconds.  

Action 
Response 

Description Display Buzzer Gate/s 

To enter the program 

menu. Press and hold SET 

until buzzer beeps. 

 

 

 Display changes to 

άtǊƎέ ŀƴŘ ōǳȊȊŜǊ 

beeps. 
pr9  x2 Not applicable. 

SET 

Use the UP or Down 

buttons and scroll until 

άŘ[ȅέ ŘƛǎǇƭŀȅǎ 
 

Display changes with 

each button press. dly 

 
Not applicable. 

²ƛǘƘ άŘ[ȅέ ƻƴ the display, 

press and release SET. 

 

 

 Current selection 

displays and buzzer 

beeps. 
off  x1 Not applicable. 

SET 
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Use the UP or Down 

buttons to select the 

required delay time.  

Display changes by 

1 second with each 

button press. 
003 

 

Not applicable. 

With required time 

displayed, press and 

release SET  

Display reverts to 

άtǊƎέ ŀƴŘ ōǳȊȊŜǊ 

beeps twice. 
pr9 

 x2 
Not applicable. 

Scroll up or down to next 

program option.  OR 
EXIT back to 

Ready status  rdy 

for Adjusting the safety level of the collision force sensing. 

From Ready status rdy 

This sets the amount of collision force before the safety 
overload routines trigger. 
The gates can be in any position when performing  this 

routine. 

The factory default level is 003. The available range is 009. 

Levels 001 -003 are calibrated to conform to the CE safety 

standards. 

Action 
Response 

Description Display Buzzer Gate/s 

To enter the program 

menu. Press and hold SET 

until buzzer beeps. 

 Display changes to 

άtǊƎέ ŀƴŘ ōǳȊȊŜǊ 

beeps. pr9 
 x2 

Not applicable.  

 

 

SET 

Use the UP or Down 

buttons and scroll until 

άCƻǊέ ŘƛǎǇƭŀȅǎ 
 

Display changes with 

each button press. for 

 
Not applicable. 

²ƛǘƘ άCƻǊέ ƻƴ ǘƘŜ display, 

press and release SET. 

 

 

 Current selection 

displays and buzzer 

beeps. 
003  x1 Not applicable. 

SET 

Use the UP or Down 

buttons to select the 

required safety level. 
 

Display changes with 

each button press. 004 

 
Not applicable. 

With required level 

displayed, press and 

release SET  

Display reverts to 

άtǊƎέ ŀƴŘ ōǳȊȊŜǊ 

beeps twice. 
pr9  x2 

Not applicable. 

Scroll up or down to next 

program option.  OR 
EXIT back to 

Ready status  rdy 

irb Switching the safety beam input on, for use in Standard BT mode. 

From Ready status rdy 

The factory default is off. 
The gates can be in any position when performing this routine.  
PLEASE NOTE!!! If any trigger option, that makes use of an automatic 

closing timer, is used then the safety beam input becomes active for 

that transaction. 

Action 
Response 

Description Display Buzzer Gate/s 

To enter the program 

menu. Press and hold SET 

until buzzer beeps.  

Display changes to 

άtǊƎέ ŀƴŘ buzzer 

beeps. 
pr9 

 x2 
Not applicable. 

Use the UP or Down 

buttons and scroll until 

άƛǊōέ ŘƛǎǇƭŀȅǎ 

 
Display changes with 

each button press. irb 

 

Not applicable. 
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Down 

 

²ƛǘƘ άƛǊōέ ƻƴ ǘƘŜ ŘƛǎǇƭŀȅΣ 

press and release SET. 
 

 

Current selection 

displays and buzzer 

beeps. 
off 

 x1 
Not applicable. 

Use the UP or Down 

buttons to change 

between either on or off. 

 

 Display changes with 

each button press. on 

 

Not applicable. 
 

Down 

With required selection 

displayed, press and 

release SET  

Display reverts to 

άtǊƎέ ŀƴŘ ōǳȊȊŜǊ 

beeps twice. 
pr9 

 x2 
Not applicable. 

Scroll up or down to next 

program option. 
 

OR 

EXIT back to 

Ready status  rdy 
  

Down 

NB! The End of line мллʍ ǊŜǎƛǎǘƻǊ Ƴǳǎǘ ōŜ ƛƴǎǘŀƭƭŜŘ ƛƴ ǘƘŜ ǎŀŦŜǘȅ ōŜŀƳ ǊŜŎŜƛǾŜǊ ŀǎ ǎƘƻǿƴ ƻƴ ǇŀƎŜ мо ǘƻ 

allow the gates to close. 

The safety beam function on this control card conforms to the CE safety standards. 
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